
 

GEARMAX ST 140 

HEAVY DUTY NON-EP GEAR OIL 

PREMIUM TECHNOLOGY 

HIGH PERFORMANCE DRIVELINE OIL DEVELOPED FROM DECADES OF EXPERIENCE IN CONJUNCTION 

WITH ORIGINAL EQUIPMENT MANUFACTURERS. 

THE USE OF OUR PROPRIETARY BASE OIL TECHNOLOGY, ALONG WITH INNOVATIVE ADDITIVE 

CHEMISTRY GUARANTEES LONG OIL LIFE WITHOUT ANY COMPROMISE OF EQUIPMENT RELIABILITY.

APPLICATIONS 

DESIGNED FOR EUROPEAN, US & ASIAN ON HIGHWAY AND OFF HIGHWAY AXLES, MANUAL TRANSMISSIONS & STEERING UNITS WHERE PERFORMANCE 

SPECIFICATIONS AND VISCOSITY GRADE ARE APPROPRIATE.  

SUCH APPLICATIONS ARE TYPICALLY FOUND IN OLDER EQUIPMENT MANUFACTURERED PRIOR TO THE INTRODUCTION OF EXTREME PRESSURE (EP) 

ADDITIVES WERE INTRODUCED OR WHERE EXTREME PRESSURE ADDITIVES ARE NOT COMPATIBLE WITH APPLICATION METALLURGY. 

ALWAYS REFER TO VEHICLE HANDBOOK / OWNERS MANUAL FOR RECOMMENDED OIL SPECIFICATION & VISCOSITY GRADE BEFORE USE. 

NOT SUITABLE FOR USE IN VEHICLES FITTED WITH GEARSETS WHERE EXTREME PRESSURE GEAR LUBRICANTS ARE REQUIRED. 

KEY FEATURES 

▪ HIGH PERFORMANCE PREMIUM DRIVELINE TECHNOLOGY 

 

▪ STAYS IN VISCOSITY GRADE FOR ENTIRE DRAIN INTERVAL 

 

▪ SUITABLE FOR EQUIPMENT USING COPPER, BRASS AND/OR BRONZE COMPONENTS 

 

 

PERFORMANCE SPECIFICATIONS & SYNTOL RECOMMENDATIONS 

API     GL-1 

 

PHYSICAL & CHEMICAL CHARACTERISTICS 

PROPERTY METHOD UoM TYPICAL LIMITS 

VISCOSITY GRADE SAE J306 - 140 - 

RELATIVE DENSITY @ 15°C ASTM D4052 g/cm3  0.906 - 

KINEMATIC VISCOSITY @ 40°C ASTM D445 mm2/s 460.0 - 

KINEMATIC VISCOSITY @ 100°C ASTM D445 mm2/s 32.0 24.0 - 32.5 

VISCOSITY INDEX ASTM D2270 - 101 - 

POUR POINT ASTM D97 °C -9 - 

FLASH POINT (CoC) ASTM D92 °C 260 - 

APPEARANCE ASTM D4176-1 - CLEAR & BRIGHT - 

COLOUR VISUAL - AMBER - 

 


