
 

CIRCAMAX CL68 

REFRIGERATION COMPRESSOR OIL 

PREMIUM TECHNOLOGY 

HIGH PERFORMANCE REFRIGERATION COMPRESSOR OIL DEVELOPED FROM DECADES OF 

EXPERIENCE IN CONJUNCTION WITH ORIGINAL EQUIPMENT MANUFACTURERS. 

THE USE OF OUR PROPRIETARY BASE OIL TECHNOLOGY AND INNOVATIVE CHEMISTRY GUARANTEES 

LONG OIL LIFE WITHOUT ANY COMPROMISE OF EQUIPMENT RELIABILITY.

APPLICATIONS 

DESIGNED FOR USE IN MOST CONVENTIONAL REFRIGERATION COMPRESSORS USING REFRIGERANTS SUCH AS ISOBUTANE (R600), AMMONIA (R717) AND 

CFC’S (R12 & R22). 

NOT RECOMMENDED FOR USE WITH SULPHUR DIOXIDE OR HFC REFRIGERANTS. 

PRODUCT IS ALSO SUITABLE FOR SOME OTHER APPLICATIONS WHERE EQUIPMENT IS OPERATING AT SUB-ZERO TEMPERATURES.  

ALWAYS REFER TO EQUIPMENT HANDBOOK / OPERATING MANUAL FOR RECOMMENDED OIL SPECIFICATION & VISCOSITY GRADE BEFORE USE. 

KEY FEATURES 

▪ HIGH PERFORMANCE PREMIUM REFRIGERATION COMPRESSOR OIL TECHNOLOGY 

 

▪ WAX-FREE FORMULATION RESULTS IN EXCELLENT LOW TEMPERATURE FLOW AND SYSTEM EFFICIENCY 

 

▪ GOOD CHEMICAL STABILITY ENABLES LONG OIL LIFE AND REDUCED DOWNTIME   

 

PHYSICAL & CHEMICAL CHARACTERISTICS 

PROPERTY METHOD UoM TYPICAL 

VISCOSITY GRADE ISO VG - 68 

RELATIVE DENSITY @ 15°C ASTM D4052 g/cm3  0.9150 

KINEMATIC VISCOSITY @ 40°C ASTM D445 mm2/s 69.0 

KINEMATIC VISCOSITY @ 100°C ASTM D445 mm2/s 7.2 

VISCOSITY INDEX ASTM D2270 - 42 

POUR POINT ASTM D97 °C -36 

FLASH POINT (CoC) ASTM D92 °C 200 

FLOC POINT – R12 DIN 51351 °C -30 

FLOC POINT – R600 DIN 51351 °C -50 

COPPER CORROSION, 100°C, 3 HOURS ASTM D130 - 1 

APPEARANCE ASTM D4176-1 - CLEAR & BRIGHT 

COLOUR VISUAL - PALE AMBER 

 


