
 

METACOOL GP 

GENERAL PURPOSE METALWORKING FLUID  

PREMIUM TECHNOLOGY 

HIGH PERFORMANCE METALWORKING FLUID DEVELOPED FROM DECADES OF EXPERIENCE. 

THE USE OF OUR PROPRIETARY BASE OIL TECHNOLOGY, ALONG WITH INNOVATIVE ADDITIVE 

CHEMISTRY GUARANTEES LONG TOOL AND FLUID LIFE.

APPLICATIONS 

DESIGNED FOR THE MACHINING OF STEEL, STAINLESS STEEL AND ALUMINIUM ALLOYS IN CENTRALISED SYSTEMS OR SINGLE SUMP MACHINES.  

RECOMMENDED WATER HARDNESS RANGE: 50-500ppm CaCO3. 

KEY FEATURES 

▪ HIGH PERFORMANCE PREMIUM METALWORKING FLUID TECHNOLOGY 

 

▪ REDUCES THE NEED FOR MULTIPLE COOLANTS FOR DIFFERENT MATERIALS 

 

▪ HELPS KEEP MACHINE TOOLS CLEAN & PROVIDES EXCELENT SURFACE FINISH 

 

▪ GOOD FLUID LIFE  

 

▪ ROBUST, EASY TO USE AND MAINTAIN COOLANT 

 

▪ EXCELLENT CORROSION PROTECTION 

 

▪ RESIST FUNGAL & BACTERIAL GROWTH 

 

▪ LOW FOAM IN RECOMMENDED WATER CONDITIONS 

APPLICATION SUITABILITY 

   CAST IRON STEEL  STAINLESS STEEL  ALUMINIUM ALLOYS  YELLOW METALS 

GRINDING   ✓  ✓✓  ✓✓   ✓   - 

GENERAL MACHINING ✓  ✓✓✓  ✓✓✓   ✓✓   ✓ 

DRILLING   ✓  ✓✓✓  ✓✓✓   ✓✓   ✓ 

REAMING & TAPPING ✓  ✓✓  ✓✓   ✓   ✓ 

BROACHING  ✓  ✓✓  ✓✓   ✓   ✓ 

RECOMMENDED DILUTION RATIOS 

BROACHING  8-12%  GENERAL MACHINING 5-8%  REAMING & TAPPING 6-10% 

DRILLING   6-10%  GRINDING   5-7%  ALWAYS ADD OIL TO WATER

PHYSICAL & CHEMICAL CHARACTERISTICS 

PROPERTY METHOD UoM TYPICAL LIMITS 

pH @ 5% IN WATER - - 9.0 - 

REFRACTIVE INDEX - - 1.0 - 

CORROSION IP 287 % <4.0 - 

APPEARANCE (NEAT) VISUAL - BROWN - 

APPEARANCE (EMULSION) VISUAL - OPAQUE/MILKY - 

 


