
 

STRIKEMAX S4.3 

LOW VISCOSITY CONCRETE MOULD RELEASE FLUID 

PREMIUM TECHNOLOGY 

HIGH PERFORMANCE CONCRETE MOULD RELEASE FLUID DEVELOPED FROM DECADES OF 

EXPERIENCE IN CONJUNCTION WITH ORIGINAL EQUIPMENT MANUFACTURERS. 

THE USE OF OUR PROPRIETARY BASE OIL TECHNOLOGY, ALONG WITH INNOVATIVE ADDITIVE 

CHEMISTRY GUARANTEES EXCELLENT SURFACE FINISH AND LONG MOULD LIFE.

APPLICATIONS 

DESIGNED FOR THE PRODUCTION OF MOULDED CONCRETE PRODUCTS IN CONJUNCTION WITH STEEL AND TIMBER FORMWORK. IT IS PARTICULARLY 

SUITED TO THE PRODUCTION OF BRICKS AND TILES HOWEVER IT MAY ALSO BE USED ON A VARIETY OF OTHER APPLICATIONS SUBJECT TO TRIAL.  

MAY BE APPLIED BY SPRAY, BRUSH OR SWAB.  

NOT SUITABLE FOR USE ON PLASTIC OR COMPOSITE MOULDS.  

KEY FEATURES 

▪ HIGH PERFORMANCE PREMIUM TECHNOLOGY 

 

▪ READILY BIODEGRADEABLE ACCORDING TO EU REGULATION - OECD 301F  

 

▪ EXCELLENT COVERAGE HELPS REDUCE RELEASE AGENT COSTS  

 

▪ RESULTS IN HIGH QUALITY CONCRETE PRODUCTS THAT ARE STAIN, BLEMISH AND BLOW HOLE FREE 

 

▪ PREVENTS RUST ON STEEL MOULDS AND HELPS PRESERVE TIMBER MOULDS  

     

 

PHYSICAL & CHEMICAL CHARACTERISTICS 

PROPERTY METHOD UoM TYPICAL LIMITS 

VISCOSITY GRADE ISO VG - - - 

RELATIVE DENSITY @ 15°C ASTM D4052 g/cm3  0.813 - 

KINEMATIC VISCOSITY @ 40°C ASTM D445 mm2/s 4.0 3.0 – 5.0 

POUR POINT ASTM D97 °C -42 -20°C MAX. 

FLASH POINT (CoC) ASTM D92 °C 90 80 MIN. 

APPEARANCE ASTM D4176-1 - CLEAR & BRIGHT - 

COLOUR VISUAL - WATER WHITE TO PALE YELLOW - 

 


