
 

SYNTOMAX HT 100-250 

HIGH TEMP SYNTHETIC CHAIN OIL 

100% SYNTHETIC TECHNOLOGY 

HIGH PERFORMANCE INDUSTRIAL OIL DEVELOPED FROM DECADES OF EXPERIENCE IN CONJUNCTION 

WITH ORIGINAL EQUIPMENT MANUFACTURERS. 

THE USE OF OUR PROPRIETARY BASE OIL TECHNOLOGY, ALONG WITH INNOVATIVE ADDITIVE 

CHEMISTRY GUARANTEES LONG OIL LIFE AND PERFORMANCE WITHOUT ANY COMPROMISE OF 

EQUIPMENT RELIABILITY.

APPLICATIONS 

DESIGNED FOR ALL CHAIN & DRIVE SYSTEMS OPERATING AT TEMPERATURES UP TO 250°C WHERE ISO VG 100 VISCOSITY GRADE IS RECOMMENDED. 

ALWAYS REFER TO EQUIPMENT HANDBOOK / OWNERS MANUAL FOR RECOMMENDED OIL SPECIFICATION & VISCOSITY GRADE BEFORE USE. 

KEY FEATURES 

▪ HIGH PERFORMANCE 100% SYNTHETIC TECHNOLOGY 

 

▪ EXCELLENT RESISTANCE TO THERMO-OXIDATIVE DEGRADATION 

 

▪ ADVANCED FORMULATION DELIVER OUTSTANDING LUBRICATION AT HIGH OPERATING TEMPERATURES 

 

▪ LOWER CONSUMPTION RATE THAN MOST COMPARABLE PRODUCTS 

 

▪ SUITABLE FOR USE ON THE VAST MAJORITY OF HIGH TEMPERATURE CHAIN SYSTEMS 

 

▪ CAPABLE OF OPERATING AT TEMPERATURES UP TO 250°C 

 

    

PHYSICAL & CHEMICAL CHARACTERISTICS 

PROPERTY METHOD UoM TYPICAL LIMITS 

RELATIVE DENSITY @ 15°C ASTM D4052 g/cm3  0.915 - 

KINEMATIC VISCOSITY @ 40°C ASTM D445 mm2/s 105.0 90-110 

KINEMATIC VISCOSITY @ 100°C ASTM D445 mm2/s 12.0 - 

VISCOSITY INDEX ASTM D2270 - 104 - 

FLASH POINT (CoC) ASTM D92 °C >260 - 

APPEARANCE ASTM D4176-1 - CLEAR & BRIGHT - 

COLOUR VISUAL - YELLOW - 

 


